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	Feeding machine system for tirfon threading is composed by:

- support

- longitudinal moving slide

- vertical slide

- piece clamping device

- longitudinal moving energetic chains

- vertical moving energetic chains 

- pneumatical installation

- electrical installation



TECHNOLOGICAL POSIBILITIES

	Feeding machine system for theading performs the transport of piece half-product (TIRFON), heated at a temperature of approx.1200 ( C, between transport chain of piece half-product and threading machine, for performing the threading operation.




TECHNICAL FEATURES

	- Piece half-product dimensions (TIRFON):
· diametre for piece chatching 


     mm


     21,8(26,5
· piece length, max.




     mm


     170

- Working tact





     sec


     4,5 

- Longitudinal stroke




     mm


     1000 

- Vertical stroke




     mm


     100 

- Piece thighning - loosing stroke


     mm


     10 

- Angle for device rotating for thinghning

     grade

     90 

- Moving speed:

· longitudinal, max.




     m/min.

     35
· vertical, max.




     m/min.

     12

- Rotating speed with 90(, max.


     grade/sec.

     90 

- Piece thighning - loosing speed, max.

     m/min.

     2,4

- Net air preassure, min.



     bar


     6 

- Overall dimensions (L x W x H)


     mm


     3790x2425x2090

- Weight





     kg


     950
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